
Proposal for legal inspection of circular sawing machines for wood working, 
Grinding machines and similar equipment 
 
By the Bureau of Standards, Metrology and Inspection (BSMI), Ministry of Economic Affairs 
 
 
Background: 
At the request of industry and the objective of ensuring protection of workers in the working 
place, the Bureau of Standards, Metrology and Inspection (BSMI), having coordinated with 
the Council of Labour Affairs, the authority of safety of workers, would like to require that 
circular sawing machines for wood working, grinding machines and similar equipment pass 
legal inspection before they are marketed. 
 
Proposed date of implementation:  
July 1, 2012 
 
Products (HS/CCCN codes) covered and their applicable inspection standards: 
 
Table 1 The products newly regulated in this promulgation. 
C.C.C. Code (the first 
6 digits being the same 

as HS Code) 
Description of Goods 

Inspection Standards and 
Conformity Assessment 

Modules 

8465.10.00.00.0 

Machines which can carry out different types of 
machining operations without tool change between such 
operations  
(inspection scope: Circular sawing (single- or 
multi-blade) machines, mortising machines, multi-axis 
mortising machines for wood working, and 
1. the product with fixed sawing wheel(s) during sawing, 

having a fixed bed or support with manual loading 
and/or unloading of the workpiece; or 

2. the product with fixed workpiece during sawing, 
having the movable sawing wheel(s) guided manually.)

Inspection Standards： 
The requirements of Chapter 
4, and Articles 116 and 120 in 
the “Safety Standard of 
Prevention and Guarding 
Devices - Machinery and 
Tools” (announced by the 
Council of Labor Affairs on 
July 27, 1992, and amended 
on May 13, 2009) are 
specified as the inspection 
standard. 
 
Conformity Assessment 
Modules： 
Module II and III for RPC 
Scheme 

8465.91.00.00.2 

Sawing machines 
(inspection scope: Circular sawing  (single- or 
multi-blade) machines, mortising machines, multi-axis 
mortising machines for wood working, and 
1. the product with fixed sawing wheel(s) during sawing, 

having a fixed bed or support with manual loading 
and/or unloading of the workpiece; or 

2. the product with fixed workpiece during sawing, 
having the movable sawing wheel(s) guided manually.)

Same as above. 

8465.96.00.00.7 

Splitting, slicing or paring machines (inspection scope: 
Circular sawing (single- or multi-blade) machines, 
mortising machines, multi-axis mortising machines for 
wood working, and 
1. the product with fixed sawing wheel(s) during sawing, 

having a fixed bed or support with manual loading 
and/or unloading of the workpiece; or 

2. the product with fixed workpiece during sawing, 
having the movable sawing wheel(s) guided manually.)

Same as above. 

8465.99.90.00.5 Other machine-tools of heading 84.65 (inspection scope: 
Circular sawing (single- or multi-blade) machines, 

Same as above. 
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mortising machines, multi-axis mortising machines for 
wood working, and 
1. the product with fixed sawing wheel(s) during sawing, 

having a fixed bed or support with manual loading 
and/or unloading of the workpiece; or 

2. the product with fixed workpiece during sawing, 
having the movable sawing wheel(s) guided manually.)

8467.22.00.00.4C 

Portable circular saws, except for driven by electric 
power  
(inspection scope: portable electric circular saws for 
wood working) 

Same as above. 

8460.90.90.10.7 

Electric grinders  
(inspection scope: 
1. the product with fixed grinding wheel(s) during 

grinding, having a fixed bed or support with manual 
loading and/or unloading of the workpiece; or 

2. the product with fixed workpiece during grinding, 
having the movable grinding wheel(s) guided 
manually.) 

Inspection Standards： 
The requirements of Chapter 
6, and Articles 118 and 120 in 
the “Safety Standard of 
Prevention and Guarding 
Devices - Machinery and 
Tools” (announced by the 
Council of Labor Affairs on 
July 27, 1992, and amended 
on May 13, 2009) are 
specified as the inspection 
standard. 
 
Conformity Assessment 
Modules： 
Module II and III for RPC 
Scheme 

8464.20.00.00.9 

Grinding or polishing machines for working stone, 
ceramics, concrete, asbestos-cement or like mineral 
materials or for cold-working glass  
(inspection scope: 
1. the product with fixed grinding wheel(s) during 

grinding, having a fixed bed or support with manual 
loading and/or unloading of the workpiece; or 

2. the product with fixed workpiece during grinding, 
having the movable grinding wheel(s) guided 
manually.) 

Same as above. 

8465.93.00.00.0 

Grinding, sanding or polishing machines for wood, bone, 
hard rubber or hard plastic materials working (inspection 
scope: 
1. the product with fixed grinding wheel(s) during 

grinding, having a fixed bed or support with manual 
loading and/or unloading of the workpiece; or 

2. the product with fixed workpiece during grinding, 
having the movable grinding wheel(s) guided 
manually.) 

Same as above. 

8467.11.90.00.8 

Other pneumatic tools, rotary type, for working in the 
hand  
(inspection scope: only for the portable pneumatic 
grinding tools, rotary type) 

Same as above. 

8467.99.00.00.2 

Other parts of tools for working in the hand of heading 
84.67 
(inspection scope: only for the portable grinding tools, 
rotary type) 

Same as above. 
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Table 2 The portable or hand-held power tools products covered in this promulgation whose inspection 
measures promulgated previously need to be revised. 
C.C.C. Code (the first 6 
digits being the same as 

HS Code) 

Superseded 
Description of 

Goods 

Superseded 
Inspection 
Standards 

Description of 
Goods 

Inspection Standards and 
Conformity Assessment Modules

8467.22.00.00.4A Portable electric 
circular saws 
(inspection 
scope: portable 
electric circular 
saws of AC 
power) 

- CNS 9811 
(2001) 

- CNS 9812 
(1995) 
(performance 
testing) 

- CNS 13783-1 
(2004) (EMI 
testing) 

Portable electric 
circular saws 

Inspection Standards： 
1. In case of the portable electric 

circular saws of DC or AC 
power, and for wood 
working, they have to comply 
with the requirements of 
Chapter 4, and Articles 116 
and 120 in the “Safety 
Standard of Prevention and 
Guarding Devices -  
Machinery and Tools” 
(announced by the Council of 
Labor Affairs on July 27, 
1992, and amended on May 
13, 2009). 

2. In case of the portable electric 
circular saws of AC power, 
they also have to comply 
with the requirements of the 
following standards: 

- CNS 9811 (2001) 
- CNS 9812 (1995) (performance 

testing) 
- CNS 13783-1 (2004) 
 
Conformity Assessment 
Modules： 
1. Module II and IV or Module II 

and V or Module II and VII 
for RPC Scheme; or 

2. Type-approved Batch 
Inspection 

8467.29.10.00.5A Hand-held 
electric grinders 
(inspection 
scope: 
Hand-held 
electric grinders 
of AC power) 

CNS 13783-1 
(2004) (EMI 
testing) 

Hand-held 
grinders 

Inspection Standards： 
1. The requirements of Chapter 

6, and Articles 118 and 120 in 
the “Safety Standard of 
Prevention and Guarding 
Devices - Machinery and 
Tools” (announced by the 
Council of Labor Affairs on 
July 27, 1992, and amended 
on May 13, 2009) are 
specified as the inspection 
standard. 

2. In case of the hand-held 
electric grinders of AC 
power, they also have to 
comply with the requirements 
of the following standards: 

- CNS 3265 (2001) 
- CNS 10609 (1995) 

(performance testing) 
 
Conformity Assessment 
Modules： 
1. Module II and IV or Module II 

and V or Module II and VII 
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for RPC Scheme; or 
2. Type-approved Batch 

Inspection 

8467.29.10.00.5B Hand-held 
electric disc 
grinders 
(inspection 
scope: 
Hand-held 
electric disc 
grinders of AC 
power) 

CNS 13783-1 
(2004) (EMI 
testing) 

Hand-held disc 
grinders  

Inspection Standards： 
1. The requirements of Chapter 

6, and Articles 118 and 120 in 
the “Safety Standard of 
Prevention and Guarding 
Devices - Machinery and 
Tools” (announced by the 
Council of Labor Affairs on 
July 27, 1992, and amended 
on May 13, 2009) are 
specified as the inspection 
standard. 

2. In case of the hand-held 
electric disc grinders of AC 
power, they also have to 
comply with the requirements 
of the following standards: 

-CNS 3266 (2001) 
-CNS 10610 (1995) 

(performance testing) 
 
Conformity Assessment 
Modules： 
1. Module II and IV or Module II 

and V or Module II and VII 
for RPC Scheme; or 

2. Type-approved Batch 
Inspection 

8467.29.90.00.8 Other 
electro-mechani
cal tools for 
working in the 
hand (inspection 
scope: only for 
hand-held 
electric tools of 
AC power) 

CNS 13783-1 
(2004) (EMI 
testing) 

Other 
mechanical 
tools for 
working in the 
hand (inspection 
scope: only for 
portable electric 
circular saws for 
wood working, 
hand-held 
power tools for 
grinding works , 
and hand-held 
electric tools of 
AC power) 

Inspection Standards： 
1. In case of the portable electric 

circular saws for wood 
working, they have to comply 
with the requirements of 
Chapter 4, and Articles 116 
and 120 in the “Safety 
Standard of Prevention and 
Guarding Devices -  
Machinery and Tools” 
(announced by the Council of 
Labor Affairs on July 27, 
1992, and amended on May 
13, 2009). 

2. In case of the hand-held power 
tools for grinding works, they 
have to comply with the 
requirements of Chapter 6, 
and Articles 118 and 120 in 
the “Safety Standard of 
Prevention and Guarding 
Devices - Machinery and 
Tools” (announced by the 
Council of Labor Affairs on 
July 27, 1992, and amended 
on May 13, 2009). 

 3. In case of hand-held electric 
tools of AC power, they also 
have to comply with the 
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requirements of CNS 
13783-1 (2004) 

 
Conformity Assessment 
Modules： 
1. Module II and IV or Module II 

and V or Module II and VII 
for RPC Scheme; or 

2. Type-approved Batch 
Inspection 

 
Main Description of the Proposal: 
1. The products listed in Table 1 will be subject to the Registration of Product Certification 

(PRC) Scheme from July 1, 2012. A dual-track approach to conformity assessment 
procedures will be retained for the products listed in Table 2. 

 
2. For products listed in the tables, the import regulation code in the “Classification of Import 

& Export Commodities of the Republic of China” is assigned as C02. 
 
3. Pursuant to Article 4 of the “Regulations Governing Registration of Product Certification”, 

the information or technical documents required by the BSMI for RPC shall be submitted 
and include the following documents:  
(1)  A copy of the legal status identification documents of the applicant, except if identical 

documents have been previously registered with the BSMI or the Commodity 
Certification Bodies commissioned by the BSMI; 

(2)  A copy (Copies) of the specified technical certificate and/or report: 
- Where required, the Conformity Certificate of Type Approve issued by the contracted 

inspection agency under the “Regulations Governing Implementation of Type 
Approve for Machinery or Tools” established by the Council of Labor Affairs; and 

- The type test report of EMC and/or electrical safety test of AC-powered hand held tools 
issued by BSMI or the designated testing laboratory recognized by BSMI; 

(3)  A general description of the product; 
a. A copy of the instructions of the product type that includes product name, 

C.C.C.Code number, basic specification (model no., control device, etc.); 
b. A diagram showing the location of the safety device. 

(4)  A general description of the safety device that includes designation, specification, 
safety performance, and a description of conformity of the safety device that, if 
necessary, includes calculation data for product safety, and certificates or test reports 
of the key components implemented to demonstrate the conformity to specified 
inspection standard. 

(5)  A technical report giving the results of the performance tests relating to product safety 
carried out either by manufacturer or by a body chosen by the manufacturer; 

(6)  A copy of the instructions necessary for the operation and maintenance of the product;  
(7)  A declaration of conformity-to-type. 
 
In case the products listed in Table 2 are not required to comply with the requirements of 
the “Safety Standard of Prevention and Guarding Devices - Machinery and Tools”, the 
items (4) to (6) mentioned above will be not necessary. 
 

4. Pursuant to Appendix of the “Directions Governing Type-approved Batch Inspection of 
Mechanical Commodities” and item 3 of this “Main Description”, the necessary technical 
documents for Type Approval shall be required by the BSMI under the Type-approved 
Batch Inspection scheme. 
 

 5



5. The conformity assessment modules for the products listed in the above two tables are as 
follows: 
(1) The conformity assessment module for the products listed in Table 1 are Module II in 

combination with Module III, both are carried out in accordance with Article 3 of the 
“Regulations Governing Registration of Product Certification.” 

 
 (2) The conformity assessment modules for the products listed in Table 2 are adopted as 

follows: 
-Module II in combination with Module VI or Module V or Module VII, all are carried 

out in accordance with Article 3 of the “Regulations Governing Registration of 
Product Certification.”; or 

- Type-approved Batch Inspection under the “Regulations Governing Type Approval of 
Commodities.” 

 
6. The term of validity of the RPC certificate and Type-approved Batch Inspection certificate 

are all three years. 
 

7. The obligatory inspection applicants for the products listed in the tables are permitted to 
print the Commodity Inspection Mark by themselves. 
 

8. The products listed in both tables must be labeled, legibly and indelibly with the following 
information: 
(1) For domestic product, the label shall at least contain the manufacturer’s name and 

contact information, such as telephone number and address; for the imported product, 
the label shall at least contain importer’s name and contact information, such as 
telephone number and address, and where applicable, the foreign manufacturer of the 
product, 

 
(2) Designation of the machinery, and designation of series or type, 
 
(3) Serial number, if any, 
 
(4) The month and year in which the manufacturing process is completed. 
 

9. If the product listed in the tables is equipped with adjustable safety device, the information 
and warnings should be provided in the form of readily understandable symbols or 
diagrams, or be placed on the plate sticked firmly near to the adjustable safety device. The 
information and warnings shall remind user that the safety device can not be adjusted 
arbitrarily. 
 

10. The inspection standards shall be the latest version of standards as of the date the public 
notice. When the applicable standards are revised or amended, the date of applying these 
revised or amended standards for inspection shall be decided and announced by the BSMI. 
 

11. The products having combined functions or multi-functions shall further comply with 
other relevant standards and the requirements of the conformity assessment. 
 

12. The relevant statutory fees shall be charged in accordance with the “Regulations 
Governing Fees for Commodity Inspection”. The fees for type testing vary by product and 
depend on the testing laboratory. The fee for a Type Approval is NT$3500. The application 
fee and annual fee for RPC is NT$5,000 for each type of product 
 

13. The relevant fees for Type Testing/Type Approve shall be charged in accordance with the 
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requirements of the BSMI-recognized testing laboratories/the inspection agency 
contracted with the Council of Labor Affairs. 

 
The procedures for the RPC Scheme and the Type-approved Batch Inspection are as 
follows: 
1. Registration of Product Certification (RPC) (Modules II + III, IV, V or VII) 

Under this procedure, domestic manufacturers or importers must have products type-tested 
by the BSMI or BSMI-recognized designated testing laboratories (Module II) before 
applying for registration of their products. Domestic manufacturers or importers will also 
be required to ensure by declaration that all products mass-produced at their manufacturing 
facilities are in conformity with the prototypes submitted for type testing in Module II 
(Module III).  
 
For products applied with the Module IV or V procedures, the manufacturing facilities must 
have implemented ISO 9000 quality management system (full quality management system 
(Module IV) or production quality management system (Module V) respectively) certified 
by the BSMI or BSMI-recognized certification bodies. As an alternative, manufacturers 
may establish a quality system that complies with the requirements stipulated by the BSMI 
(Module VII) and obtain a factory inspection report issued by the BSMI or 
BSMI-recognized factory inspection bodies. 
 
Products will be allowed to use a RPC certification mark after they are certified and 
registered with the BSMI. These imported products can then pass through customs of entry 
directly without any further inspection. The RPC certificate is valid for three years. 
 

2. Type-approved Batch Inspection 
Under this procedure, the domestic manufacturer or importer shall have products 
type-tested by the BSMI or BSMI-designated testing laboratories, and then file an 
application for Type Approval with the BSMI, or at BSMI’s branch offices.. 
 
After importers obtain type-approval certificates, they are required to file an application for 
inspection with the BSMI before their products arrive at the customs of entry. The BSMI 
will then review the application and accompanying documents according to the simplified 
procedures, and additional sampling may be required, if necessary for further testing. The 
Type Approval certificate is valid for three years. 

 
Products (related codes and RPC modules) and inspection standards covered: 
Please see the tables as above. 

 
Locations to apply for Type Testing: 
‧The BSMI or designated testing laboratories recognized by the BSMI  

 
Locations to apply for Type Approve: 
‧The contracted inspection agency under the “Regulations Governing Implementation of 

Type Approve for Machinery or Tools” established by the Council of Labor Affairs. 
 

Locations to apply for Type-approved Batch Inspection: 
‧The BSMI or its branches. 
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Locations to apply for Registration of Product Certification (RPC): 
‧When the products listed in Table 1 and Table 2 will be required to comply with the 

requirements of the “Safety Standard of Prevention and Guarding Devices - Machinery and 
Tools”, the Commodity Certification Bodies (CCB) commissioned by the BSMI will be 
available. 

‧When the products listed in Table 2 will not be required to comply with the requirements of 
the “Safety Standard of Prevention and Guarding Devices - Machinery and Tools”, the 
BSMI or its branch office, or the Commodity Certification Bodies (CCB) commissioned by 
the BSMI will be available. 
 

Time required for Type-approved Batch Inspection or Registration of Product 
Certification:  
1. After the product passes the Type Testing and/or Type Approve, the timeframe for 

completing the registration of product certification for the product listed in the tables is 14 
working days, including the review and evaluation processes. The time period of waiting 
for samples and/or necessary documents for review and evaluation is excluded. Another 7 
working days will be needed if the certification body finds it necessary to take another 
sample and test the key points for review and evaluation purpose. 

 
2. After the product passes the Type Testing and/or Type Approve, the timeframe for 

completing the Type-approval for the product listed in the Table 2 is 14 working days, 
including the review and evaluation processes. The time period of waiting for samples and 
/or necessary documents for review and evaluation is excluded. Another 14 working days 
will be needed if the BSMI or its branch office finds it necessary to take another sample 
and test the key points for review and evaluation purpose. 

 
Rate for Type-approved Batch Inspection:  
For the procedure of Type-approved Batch Inspection, 2.5‰ of CIF will be charged per batch 
according to the “Measures Governing Fees for Commodity Inspection”. The minimum 
inspection fee will be NT$ 500 per batch. If the inspection fee per batch is over NT$ 100,000, 
the part of the inspection fee which is over NT$ 100,000 will be half charged. 
 
The transitional procedure for the products covered in Table 2 
1. When the application is raised by domestic manufacturer or importer before June 30, 2012, 

and the type test of the product has been completed according to the original inspection 
standards (only includes EMC and electrical safety testing): 
If the domestic manufacturer or importer submits the RPC application and the relevant 
document to the BSMI or CCB, or submits the Type-approval application and the relevant 
document to the BSMI, the CCB/the BSMI shall carry out the certification procedure and 
issue the RPC certificate or Type-approval certificate after conformity has been 
demonstrated. However, the version of the inspection standard shall be identified on the 
RPC certificate or Type-approval certificate. The valid period for the RPC certificate or 
Type-approved Batch Inspection certificate is three years from the issue date. 
 

In the condition, if the product shown in the RPC certificate or Type-approval certificate 
can not pass the Type Approve procedure in accordance with the “Safety Standard of 
Prevention and Guarding Devices - Machinery and Tools” (announced by the Council of 
Labor Affairs) when its certificate expired, the certificate holder will not be allowed to 
apply for extension of the term of validity for RPC certificate or Type-approved Batch 
Inspection certificate. 
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2. When the application is raised by domestic manufacturer or importer before June 30, 2012, 
and the type test of the product has been completed according to the original inspection 
standards (only includes EMC and electrical safety testing), and a RPC 
certificate/Type-approval certificate is granted by CCB or the BSMI:  

 
(1) If the certificate holder wants to further apply for updating the conformity information of 

the “Safety Standard of Prevention and Guarding Devices - Machinery and Tools” on the 
granted RPC certificate or Type-approval certificate, the application and the relevant 
document shall be submitted to the CCB (for RPC scheme), or the BSMI (for RPC 
scheme or Type-approved Batch Inspection scheme) issuing the original certificate. In 
this condition, the further raised application will be a new application case. 

 
The certificate holder shall submit the application with the original certificate and the 
Conformity Certificate of Type Approve which proves the product can meet the 
requirements of “Safety Standard of Prevention and Guarding Devices - Machinery and 
Tools” to the CCB (for RPC scheme), or the BSMI (for Type-approved Batch Inspection 
scheme). The review fee will be charged. Then a new RPC certificate or Type-approval 
certificate will be granted. The valid period for the new RPC certificate or Type-approval 
certificate is three years from the issue date. 
 

(2) After the enforcement date July 1, 2012, if the certificate holder wants to add the series 
types of the product to the main type of the product listed in the original RPC certificate 
or Type-approval certificate, then the main type and its series types of products shall pass 
the Type Approve in accordance with the “Safety Standard of Prevention and Guarding 
Devices - Machinery and Tools”. The certificate holder shall submit the application with 
the original certificate and Conformity Certificate of Type Approve which proves the 
main type and its series types of the product can meet the requirements of “Safety 
Standard of Prevention and Guarding Devices - Machinery and Tools” to the CCB (for 
RPC scheme), or the BSMI (for Type-approved Batch Inspection scheme). In this 
condition, it will be a new application case. If the CCB (for RPC scheme), or the BSMI 
(for Type-approved Batch Inspection scheme) completed the review procedure, a new 
RPC certificate or Type-approval certificate for the main type and series types will be 
issued by the CCB (for RPC scheme), or the BSMI (for Type-approved Batch Inspection 
scheme). The review fee will be charged. The valid period for the new RPC certificate or 
type-approval certificate is three years from the issue date. 
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