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Abstract
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Investigations of the effects of color transformations us-
ed forvideo displays are often hampered by the inability to
see the effects of these changes in real time for a variety of
input signals. Using a video supercomputer, the Princeton
Eogine, the effects of aparametric nonlinear colortransfor-
mation can be shown in real time.

Introduction

With the advent ofhigh-definition television (1ID1V) and
a variety of new tedmologies for display devices, the
concern for accurate color rendering is growing; indeed,
accuracy in color rendering may become an important
measure of display quality. 1 Should manufacturers be
int«ested in how a finished display will appear with the
use of certain color filters, the employment of new phos-
phors, or with the use of new linear or nonlinear luminance
or color transformations, they have little recourse but to
buildaprototypeand view the resulting display. This paper
reports the use of a video supercomputer to perform any
generalillminance orchrominance transformation on input
video and display the effects of those changes in real-time
output video. The transformation functions and any
matrixing are parameterized, and these parameters can be
changed "on-the-fly" while viewing the results. To illus-
trate a parameterized nonlinear transformation, we simu-
late an electroluminescent (EL) display using a cathode-
ray tube (CR1) as much as the CRT color gamut win
permit. Our pwpose in doing this is to demonstrate the
versatility of the video supercomputCl' as a research tool
for simulation. Another use for such nonlinear transfor-
mations would be to investigate the convCl'Sionof wider-
gamut color sourcc signals as they are adapted to a smaller-
gamut display.1

The advantage the supercomputer offers is that it
permits viewing of the resulting modified video in real
time. This real-time video processing is useful in that it
allows the operator to spend much mote time investigat-
ing new ideas on how to make changes in the video, rather
than generating the methods to make the changes or wait-
ing for processing to see the changes obtained. Up wtil the
advent ofparaUel-processing supercomputers, researchers
have been limited to static images, fiame-by-fiame analy-
sis of a video sequence that is then recorded frame-by-
frameto be played back in real time, or they have designed
matrixing hardware to accomplish the color adjustments.2-
SAshigh-speedcomputersbecomemoreavailable,wewill
be seeiDgmoreresearch and simulation being performed in
real time because of the advantages offCl'edby being able
to make complicated adjustments while viewing a wide
variety offu1l motion video.

Video Supercomputer

Our research uses the Princeton Engine, a massively-
parallel video supercomputer designed for the processing
of video-rate signals in real time. The machine was
developed at the David Sarnoff Research Center, Prince-
ton, NJ, expressly for the pwpose of simulating complex
analog and digital video processing systems.6

The architecture of the Princeton Engine is optimized
for raster scanned data; a linear array of processors (1024
in the NIST machine) processes an entire video scan line
simultaneously. Analog-to-digital convCl'iers and clock
synchronizing circuits provide sampling of six analog
video inputs at up to 80 megasamples/second The array
ofl6-bit processors operate on the acquired video scan line
executing instructions from a common instruction store
(a Single Instruction Multiple Data, SIMD architecture).
Real-time processing ofNTSC (National Television Sys-
tem Committee) video can occur if the total instruction
limit for each video scan line does not exceed 63.5 ps.
After processing, the pixel data are output through digital-
to-analog converters to component (RGB: red, green, blue)
CRT monitors for display. Six outputs are available and
may be configured to drive six monochrome or NTSC
monitors, or two component CRT monitors. A unique
feature of the architecture is the ability to arbitrarily map
several outputs from any processor to different pixel posi-
tiODSon the saeen. This provides the ability, for example,
to place "processed" and original video images side-by-
side on the same screen for comparative viewing. Figure I
provides an example of the flexibility of the output: The
source video (a) can be displayed, the modified video (b),
sections of both source and modified displayed side by
side (c), or both subsampled to display entire screens side
by side (d). Up to four video images can be displayed on
one screen if desired.
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Figure 1. Typical Princeton Engine duplayoptiOtU
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Progr-lIm..g is done using a spcciaIizcd C language
compiler that has been extended for this parallel architec-
ture. While editiDgand compi1ationare done on woIksta-
tiODSnetworked to the Princeton Engine. user parameters
(variables) may be defined within the program that are
adjustable in real time while the program is executing on
the Princeton Engine.

Figure 2. NI'SC television splem schematic

Nonlinear Model

General Model
Figure 2 shows a diagram of the present normal NTSC

television system. The entire system ean be represented
mathematically as a series of operators and linear matrices.
The operators are diagrammed as graphs of functioDSin
boxes to indicate the nature of the nonlinearity involved,
circled boxes show the linearity or nonlinearity of the
grayscale obtained starting &om a linear gray scale at the
camera source. and the matrices are represented as letters
in boxes. We derme E = (R. O. B) to be a column vector of
the component siguals and T= (X. Y. Z) to be a column
vector of the tristimulus values. The operators are func-
tioDSthat do not mix the components but operate on each
component separately. The vectors will be in italics. and
the operators will be in bold face to distinguish them &om
the matrices. With this notation, the normal NTSC televi-
sion system ean be written as

TD -ACRYrDNr-1 AcTs.

Here the original scene color Ts is transformed into
electrical component siguals according to the camera pri-
maries represented by the matrix I.e. The siguals are then
"gamma corrected" by r -I to compensate for the antici-
pated CRT display at the receiving end These signals are
encoded by the matrix N. transmitted, and decoded by the
matrix D. The signals then pass into the CRT with its
inherent space-charge induced nonlinearity represented
by r. the resulting electron beam then encotmte1'Sthe tube
phosphors that transforms them to a color TD according to
the phosphor matrix AcRT' If the system were perfect, TD
would be the same as TS" This is only approximately true
in the NTSC system and we will not be concerned with its
deficiencies or complexities. For our purposes. we will
coDSideronly the signal coming out of the decoder

E'... D Nr-I AcTs. (2)

where the prime denotes the so-called "gamma" correction
and indicates the application of an opto-electronic transfer
function at the source. The r operator and its inverse 1'"1are

specified by the SMPTE 170M standard,7

r-I E _
{

(1+a).Ei)l, -a.forc:5:.Ei:5:1

(10 I y) ~. for .Ei:5:C.
(3)

where a = 0.99. Y= 2.2222 c = 0.018. and where the E,
represent the component ROB signals according to the
opto-electronic transfer characteristics of the reference
camera. In the Princeton Engine program this function is
generated by a nine-parameter piecewise linear approxi-
mation, see Fig. 3. Although each component can have a
different function in this program implementation, for the
purposes of this paper each ROB component is modified
by the same function specified in Eq. (3).
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Figure 3. Piecewise linear function approximation

(I)

New Pholphor Model
The above formulation ean be applied to coDSidering

the effects of a change in phophors. Assume that the CRT
employed has SMPTE phosphors7 and that we wish to
simulate the appearance of an EL display using different
phosphors andhaving a linearsignal-hnninance respoDSe.8
see Table I. In doing so. we start with a casual approach
and directly apply the composite ROB signals we get &om
a video decoder to the new phosphors without performing
any matrixing to adjust the colors and compensate for the
new phosphors. We may be interested in seeing how
satisfactorily we can correct the resulting picture by using
any existing contrast, brightness. saturation, and tint
controls.

TABLE 1.
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-GAMMA- CURVE

PIECEWISE r

0 E 1

Phosphorchromaticitycoordinates(Cm 1931

SMPTE-C EL
Phosphors7 Phosp:1ors8

x y x y

R 0.630 0.340 0.65 0.34

0 0.310 0.595 0.31 0.60

B 0.155 0.070 0.15 0.19
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Figure 4a shows the connection of a linear EL display
to the component signal that would normally be sent to a
CRT. The EL panel displays a tristimulus color TELnom
the E' sigoals according to the phosphor matrix ABL:

E' ~~TELa.

e'
TCRT

~b.
Figure 4. Simulation ofEL duplaywith CRT

TEL = ABLE'.

The coefficients of the ABLmatrix are determined by
the chromaticity coordinates of the RGB phosphors used in
the EL display and the selected white point.tOott In this
simulation. the 06Swhite point is chosen where x =0.3127,
y =0.3290. Simulating the EL display with a CRT amounts
to requiring (within the CRT gamut) that the color dis-
played by the CRT TCR1"matches the color observed
through use of the EL display, that is,

TCR1"=TEL'

Referring to Fig. 4b, we need to find the component
signals E'CR1"supplied to the CRT that will produce this
color. The CRT color is given in terms of the CRT
phosphor matrix and the intrinsic gamma response of the
electron guns

T CR1"= AcRT r E'CR1".

Here, the phosphor matrix coefficients are given in
terms of the CRT phosphor chromaticity coordinates and
the 065 white point.tO.tl The requirement of color match-
ing, Eq. (5), permits us to relate the requisite CRT signal
E'CR1"to the signal given the EL display E' via Eq. (4) to
obtain

E' r -IA-I A E'
CR1"- CRT BL .

The product of the inverse CRT matrix and the EL
matrix is the matrix H in Fig. (4). We fmd

( 1.256 -0.005
H.. A~T ABL-

l

-O.016 0.650

-0.015 -0.005

-0.251)
0.366

)1.020 .

The elements om then become complicated functions
of the chromaticity coordinates of the EL phosphors, the
CRT phosphors, and the 06Swhite point. Thus, the simu-
lation amounts to converting the E' signal to the E'CR1"
signal:

, E~T -=r-I HE',

where the inverse gamma operator andH matrix are imple-
mented in the Princeton Engine.

There is a remaining difficulty that needs to be ad-
dressed, viz.,how are out-of-gamut colors handled? Figure
5 shows the two gamuts involved. The CRT cannot
produce colors outside its RGB gamut (solid lines). Con-
sider an out-of-gamut color opposite the red CRT phos-
phor, point p, yet within the EL gamut. The application of
the H matrix yields a CRT red value that is negative for
the out-of-gamut point p. The line &om the red CRT
phosphor through point p represents constant green and
blue amounts as redvaries. In this simulation, the CRT out-
of-gamut negative values are handled by simply limiting
the value to zero. The color then rendered for point pis p'
that occurs at the intersection of the red-p line with the
green-blue gamut limit line.

(4) y

(5)

Figure 5. Phosplwr gamuts (not to scale)

(6) An alternative way to handle out-of-gamut values
would be to move them to the CRT gamut border along the
linejoining the out-of-gamut color and the reference white.
Since only the most saturated colors would be affected by
our selection of out-of-gamut handling methods, we se-
lected the simplest method to avoid fwther computational
complexity.

The color transformations described have been imple-
mented on the Princeton Engine with analog baseband
composite-NTSC video signals input nom either an over-
the-air broadcast receiver, videotape player, or video
laserdisk player. TheNTSC signal is decoded digitaIly into
red, green. and blue components. The color transforma-
tion is defmed by nine user-adjustable parameters and the
electro-optical transfer function is characterized by an
adjustable nine-point piecewise-linear function for each
of the red, green, and blue channels. The calculations for
each video &ameare aUdone within one frame time so the
modified output video sequence is displayed synchro-
nously with the input. AUthe program parameters may be
changed using a graphical display program and mouse to
select the parameter and adjust its value. Update of the
parameters within the program takes place every video
name, thus the output image reflects the change within
1/30 ofa second

(7)

(8)

(9)
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Use of the mouse to adjust program parameters re-
quires that the operator redirect attention &om the video
output CRT to the workstation screen to 1I18IUpu1atethe
controls. Therefore, a second method for adjusting param-
eters has been constructed A rotaIy optical encoder has
been interfaced with the Princeton Engine through an
additional video port. Turning (or spinning) the knob sends
a signal proportional to the rate of rotation that can be
integrated by the transformation program to control any
selected parameter (e.g., contrast, brightness, or tint), thus
permitting the operator to adjust the image while maintain-
ing eye contact.

Figure 6 is a still &ame of a video sequence-showing
the split-screen capability with the image that would be
produced on a CRT on the left, and the simulation of the
EL panel on the right The resulting EL image is vety
bright, consistent with the implications of an overall non-
linear system, and the colors tend to be more cyan, i.e., the
sky and all blues are noticeably more cyan and the greens
are warmer. Figure 7 demonstrates that an improved
display can be obtained by adjusting the contrast, tint, and
brightness to achieve acceptable skin tones, but at the
expense of cooler blues and greens. (See next page for
figure 6 and 7).

Conclusion

We have implemented a general nonlinear color transfor-
mation for video display simulation using a video
supercomputer, the Princeton Engine. Such a device per-
mits us to view the effects of our simulation in real time on
full-motion video. As a demonstration, we simulated the
connection of a linear electroluminescent display (employ-
ing currently available phosphors) to anNTSCvideo signal
source designed for a CRT. The video signals were
adjusted in real time using the supercomputer so that a
CRTwould simulate the appearance of the electrolumines-
cent display.

· Electricity Division, Electronics and Electrical Engineer-
ing Laboratory, Technology Administration, u.s. Depart-
ment of Commerce. This is a contribution of the National
Institute of Standards and Technology; not subject to copy
right
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