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a b s t r a c t 

High temperature creep tests of additively manufactured (AM) nickel-based superalloy 625 (IN625) and wrought 
IN625 were conducted at 650 ̊C and 800 ̊C over the stress range of 65 MPa to 658 MPa. Thermal treatments 
were conducted for both AM and wrought IN625 samples prior to creep testing: either solution heat-treated or hot 
isostatically pressed and, additionally, long-term cyclic heat-treatments (LHT) at 650 ̊C for 6 months and 1 year. 
AM IN625 showed equal or even higher creep strength than wrought IN625 for all heat treatments. However, AM 

IN625 exhibited poor ductility compared to wrought IN625 under all creep testing conditions, and the ductility 
decreased after the LHT. Both AM and wrought IN625 obtained some additional strength after the LHT. The 
amount of extra strength in the alloys was generally proportional to the matrix volume fraction of 𝛾 ’’ phase (650 
˚C) and 𝛿 phase (800 ̊C). The creep analysis suggests that dislocation climb is the rate controlling mechanism for 
creep. Atomic probe tomography revealed that oxygen content at the grain boundaries of creep-deformed AM 

IN625 was too small to cause any embrittlement. Nano-secondary ion mass spectrometer analysis found strong 
sulfur segregation at Al 2 O 3 /matrix interfaces. Fracture is intergranular where Al 2 O 3 (that forms as a result of 
oxygen absorption by the powder particles before additive manufacturing) is sometimes located. Cracking can 
occur from these interfaces and repeated sulfur diffusion to the crack tip was the foremost possibility to explain 
the poor ductility of AM IN625 within the temperature range tested. 
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. Introduction 

Inconel 625 (IN625) has been widely utilized within the temperature
ange from cryogenic to roughly 1000 ̊C [ 1 , 2 ]. Cr, Mo, Nb and Fe have
 primary role in the solution strengthening of IN625 [ 3 –5 ]. The pres-
nce of Nb in the IN625 alloy also leads to a precipitation-hardening by
he formation of Ni 3 Nb ( 𝛾 ’’ or 𝛿) phases above 537 ̊C [ 6 , 7 ]. The stable
rthorhombic crystalline 𝛿 phase is typically formed at grain bound-
ries above 760 ̊C [ 6 , 7 ]. Aside from the Ni 3 Nb type phases, MC, M 6 C,
nd M 23 C 6 carbides (M = metallic elements, C = carbon) typically form
ver the temperature range between 600 ̊C to 1200 ̊C [ 7 –13 ]. When pro-
uced by additive manufacturing (AM), the material forms 𝛿 phase much
ore rapidly than in wrought or cast material due to micro-segregation
ithin the solidification microstructure [ 14 –16 ]. 

AM has gained attention in the aerospace industry as it provides
conomical, complicated-configuration engine parts with fewer joining
teps, and greater geometric freedom [17] . Among various AM technolo-
ies, laser powder bed fusion (LPBF) has been widely chosen for metal
art fabrication. Metal powder-particles are melted and fused by a high
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nergy beam. Subsequent hot isostatic pressing (HIP) is typically con-
ucted to reduce porosity after the LPBF [18] . The tensile strength of AM
N625 alloy is almost the same as that of conventional wrought or cast
N625 alloys at room temperature and 760 ̊C [ 18 , 19 ]. Furthermore, ac-
ording to a previous report by the authors [20] , AM IN625 alloys have
qual or even higher creep strength at elevated temperatures of 650 ̊C
nd 800 ̊C. 

Earlier works [ 18 , 19 ] suggested that the tensile elongation (not
reep tests) of AM HIPed IN625 alloy dropped significantly at 760 ˚C.
his result agreed well with our early findings [ 20 , 21 ], which suggest
he high temperature creep ductility of AM were poorer than wrought
N625 at 650 ̊C and 800 ̊C, whereas room temperature ductility of AM
N625 was equal to the wrought. Murr et al. [22] reported that the
ensile ductility of AM HIPed IN625 remained comparable with that of
rought IN625 at 538 ̊C. In other work by the authors [21] , it was found

hat the fatigue strength of AM IN625 is inferior to the wrought alloy at
50 ̊C. This appears consistent with the observation of embrittlement in
he AM alloy. The elevated temperature embrittlement ( > 600 ̊C) of Ni
ase superalloys has been explained by several mechanisms: monotonic
d. 
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Fig. 1. One thermal cycle for longtime heat treatments and this cycle had been 
repeated over 6 months or 1 year. 
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xygen induced grain boundary embrittlement [ 23 –29 ], sulfur induced
ntergranular fracture [ 30 –35 ], continuous secondary phase precipita-
ion at grain boundaries [ 7 , 12 , 13 ], and porosity. However, the high
emperature embrittlement mechanism of AM IN625 has not been in-
estigated. 

In order to verify the potential of AM IN625 replacing wrought
N625 for a variety of applications, the creep properties evaluation of
M IN625 should be conducted not only under short-term thermal ex-
osures, but also under long-term thermal exposures, e.g., 1 year, as
he phase composition and the absorbed concentration of oxygen from
he air can dramatically change. In this work, high temperature creep
esting of wrought IN625 and AM IN625 after both 6 months and 1
ear thermal treatments at 650 ˚C were conducted. Interpretation of
he creep data utilized microstructural characterization and chemical
nalysis. Specifically, the extra creep strength of the LHT AM IN625
nd wrought IN625 was assessed by second phase analysis using trans-
ission electron microscopy (TEM) and scanning electron microscope

SEM). Chemical analyses were performed to elucidate the effects of im-
urities such as sulfur, oxygen and other elements on the poor ductility.
ano Secondary Ion Mass Spectroscopy (Nano-SIMS) and Atomic Probe

omography (APT) were used for this purpose. 

. Experimental procedures 

The LPBF additive manufacturing (AM) was conducted at the Na-
ional Institute of Standards and Technology (NIST, Gaithersburg, USA)
sing an EOSINT M290 1 machine. The specific details of the AM IN625
abrication process of this study were previously reported [20] . 

Both AM IN625 and wrought IN625 were creep-tested at either 650
C or 800 ̊C over 24 h right after HIP or solution annealing, or creep-
ested at the temperatures after being (cyclically) heat treated for 6
onths and 1 year at 650 ̊C. One year corresponded to the target lifes-
an of aircraft turbine parts where IN625 has been typically utilized.
ven though the recommended aircraft engine operation time before
n overhaul is expected about 16000 h (22 months) [36] , the setting
ifespan of 1 year appears reasonable as wrought IN625 mostly lost its
uctility within 12 months under an isothermal heat treatment at 650

C [8] . The 6 months and 1 year LHTs were performed under a cycle
ollowing a testing standard [37] as illustrated in Fig. 1 . The target tem-
erature for LHT was set to 650 ̊C because it is the service temperature
f some turbine components [38] . 

An Arcweld creep testing machine was used for this study. The creep
esting details were described in our previous study [20] . The geometry
f creep test sample follows the ASTM E8 standard with its gage length
f 3.175 cm and its diameter of 0.635 cm. Additionally, the loading di-
ection of tensile creep tests was perpendicular to the building direction
f LPBF samples. In this study, the creep tests for LHT samples were
onducted either until rupture or within 24 h (24 h in maximum). 

The evaluation of creep strength of a material is typically performed
y measuring minimum creep rate (often the steady-state creep rate),
̇  𝑚𝑖𝑛 , under different test conditions. The minimum creep rate is often
escribed by the equation [39] : 

̇  𝑚𝑖𝑛 = 𝐴 1 ⋅ exp 
[
𝑄 𝑐 ∕ 𝑘 𝐵 𝑇 

](
𝜎𝑠𝑠 ∕ 𝐸 

)𝑛 
(1)

here A 1 is a constant, that includes stacking fault energy, Q c is the
reep activation energy, k B is the Boltzman constant, T is temperature,

ss is the steady-state stress, E is Young’s modulus and n is the stress
xponent. 

SEM observations were conducted using a JEOL JSM-7001F-LV. In
ddition to the SEM analysis, a JEOL JEM 2100F TEM was used to ob-
1 Certain commercial equipment, instruments, or materials (or suppliers, or 
oftware, ...) are identified in this paper to foster understanding. Such identifi- 
ation does not imply recommendation or endorsement by the National Institute 
f Standards and Technology, nor does it imply that the materials or equipment 
dentified are necessarily the best available for the purpose. 
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erve relatively smaller areas and for phase characterizations through
elected area electron diffraction (SAED) and an energy dispersive spec-
rometry (EDS). Electron backscatter diffraction (EBSD) was used to ob-
erve whether intergranular fracture was evident for secondary cracks.
BSD data for secondary cracks was collected on 80 μm × 80 μm areas
ith a 0.25 μm step size. 

The volume fraction of 𝛾 ’’ and 𝛿 was measured by using SEM or
EM images. The secondary phase fraction of phases that reside on
rain boundaries was measured by dividing the grain boundary length
aving secondary particles by the total grain boundary length (grain
oundary particle frequency). In this study, at least ten SEM or TEM
mages were collected to specify each secondary phase quantity. As
ill be shown later in Section 3.2.3 , random grain boundaries, or non-

oincident site lattice (CSL) boundaries, were the primarily precipitation
ites for second phases. Likewise, dislocation density measurements of
on-creep deformed samples were conducted using TEM images of as-
IPed AM IN625 and as-solution annealed wrought IN625 (as-HIPed
nd as-solution annealed refers to samples that were HIPed or solution
reated without any LHT, respectively). For the dislocation density mea-
urement, the thickness of TEM samples was approximated as 150 nm
40] . All measured experimental values in this paper, including the sec-
ndary particle volume fractions, grain boundary particle frequency and
islocation density, were determined by averaging at least five different
ollected data of each value. The uncertainty range of those experimen-
al values were given by the standard deviation of the average values.
ll collected data images, either TEM or SEM images, were converted

nto black & white binary images to make them analyzable with a com-
uter software which calculates the fraction of black regions over an
ntire white image or vice versa. 

The chemical composition analyses were conducted using diverse
ethods. The composition procedure is described in detail elsewhere

20] . The chemical composition data of the IN625 alloys are listed in
able 1 . In order to assess the effect of impurities, such as sulfur and
xygen, on the high temperature embrittlement of AM IN625 alloys,
ano-SIMS and APT analyses for random grain boundaries were con-
ucted. Additionally, due to the importance of Mg, Zr, and Hf [ 32 , 33 ],
he Mg content was quantatively measured using an inductively cou-
led plasma – optical emission spectrometry machine (Agilent, 5100),
nd the amounts of Zr and Hf were evaluated using an inductively cou-
led plasma – mass spectrometry machine (Agilent, 7900). 

The Nano-SIMS machine (Cameca Nano-SIMS-50L) was used to as-
ess several element distributions at and in the vicinity of randomly ori-
nted (not CSL) grain boundaries in both AM IN625 and wrought IN625.
our different samples were prepared: as-HIPed AM IN625; as-solution
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Table 1 

The chemical compositions of specimens of this study in wt %, ND = Not detected. 

Specimen 
Elements 
Ni Cr Fe Mo Nb + Ta C Mn Si Al Ti Co W 

Powder Bal. 19.95 0.65 7.72 3.70 0.008 0.04 0.20 0.43 0.32 0.18 

AM IN625 Bal. 20.72 < 2.0 8.98 4.15 0.014 0.05 0.07 0.32 0.37 0.22 0.17 

Wrought IN625 Bal. 22.22 4.28 8.29 3.54 0.065 0.35 0.22 0.14 0.23 0.05 0.26 

O N S P B Pb Mg Zr Hf 

Powder 0.020 0.011 0.0034 

AM IN625 0.020 0.013 0.0033 < 0.001 0.0028 0.002 < 0.001 ND ND 

Wrought IN625 0.002 0.019 0.0017 0.002 0.0033 < 0.001 0.008 < 0.001 ND 
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nnealed wrought IN625; 6 months LHT AM IN625 (not creep tested);
 months LHT wrought IN625. The Nano-SIMS tests were conducted at
he California Institute of Technology. The negative ion signal collection
ode was selected to detect carbon, oxygen, sulfur, and Al 2 O 3 in the

amples through 12 C, 16 O (or 18 O), 32 S and 27 Al 16 O signals. 11 B 

16 O and
2 Cr 24 C 2 signals were additionally collected in the 6 months LHT sam-
les to assess the boron distribution ( 11 B 

16 O) and Cr 23 C 6 (M 23 C 6 type)
arbide with the 52 Cr 12 C 2 signal. All signals in the Nano-SIMS analysis
ere normalized by the matrix element ( 58 Ni). All samples were ion-

puttered at least for 2 min before the Nano-SIMS to clean the sample
urface. The current condition for the ion-sputtering was 300 pA, and
he Nano-SIMS analysis was conducted at 3.5 pA. 

An important purpose of APT analysis was to assess the presence
f both oxygen and sulfur at grain boundaries of AM IN625 alloy. Two
reep-tested AM IN625 samples were chosen for the analysis: short-term
reep tested at 650 ˚C and 416 MPa within 24 h (as-HIPed before the
est), and the other was 6 months LHTed before the creep test at 650 ̊C
nd 658 MPa. A Cameca LEAF 5000 APT machine at Northwestern Uni-
ersity collected the APT data signals for analysis. The computer-aided
PT data interpretation was conducted by the operator at Northwestern
niversity. 

. Results 

.1. High temperature creep tests results plot and creep ductilities 

In Fig. 2 , several creep curves obtained in this study are presented.
ig. 3 a is the logarithmic plot of 𝜀̇ 𝑚𝑖𝑛 versus the normalized stress. Some
reviously reported creep data by the authors are included [20] . Several
mportant new tests were added to the plot (6 months LHT AM HIPed
N625: 650 ̊C – 294 MPa; and 800 ̊C – 66 MPa and 800 ̊C – 104 MPa;
 year LHT AM HIPed: 650 ̊C – 658 MPa and 800 ̊C – 192 MPa; 1 year
HT wrought IN625: 650 ̊C – 658 MPa and 800 ̊C – 192 MPa). Short
erm creep tested within 24 h (SCT) wrought IN625 alloys showed equal
r higher 𝜀̇ 𝑚𝑖𝑛 (less creep strength) than SCT AM IN625 alloys at both
50 ̊C and 800 ̊C. Fig. 3 a also shows that there was some additional 𝜀̇ 𝑚𝑖𝑛 
ecrease (creep strengthening) in both AM IN625 and wrought IN625
ubsequent to cyclic heat treatment at 650 ̊C for 6 months. The creep
trength after the 1 year LHT also increased compared to the 24 h creep
ata. Under two creep testing conditions, one of 650 ̊C, 658 MPa and
nother at 800 ̊C, 192 MPa, the 𝜀̇ 𝑚𝑖𝑛 of the LHT AM IN625 was almost
nchanged over the interval between 6 months and 1 year. In the case
f wrought IN625, some additional strengthening occurred after the 1
ear LHT at 650 ̊C, 658 MPa, and a small reduction in creep strength
as observed at 800 ̊C, 192 MPa. 

In Fig. 3 a, for the 24 h creep data at 650 ̊C, the n value of AM IN625
as 12.1, and that of wrought IN625 was measured to be roughly 11 for
50 ̊C. These n values are typically considered to suggest creep in the
ower-law breakdown regime [39] . The n value of SCT AM IN625 was
easured to be 5.5 at 800 ̊C. The n value for the as-solution annealed
rought IN625 alloy was 6.8 in the same creep regime. These values lie
etween 4 to 7, which is consistent with five power-law creep in a class
3 
 alloy (pure metal behavior), where the dislocation climb is regarded
s the rate-controlling process. Unlike the case of 650 ̊C creep tests, the
00 ̊C creep tests of AM IN625 showed a negligible change in n value
fter the 6 months LHT. 

Fig. 3 b reports the 650 ˚C creep ductility. At 658 MPa, when only
M HIPed IN625 data were compared, the SCT sample showed larger
niaxial strain than the LHT sample. There was no noticeable difference
n ductility between the 6 months and 1 year LHT samples. In contrast,
t 650 ̊C, the ductility of wrought IN625 remained unchanged for the
 months LHT specimen in comparison of the SCT sample; however, a
uctility drop was observed in the 1 year LHT wrought IN625 sample
n the same creep testing condition. No drop in ductility was observed
or the 1 year LHT creep tested at 800 ˚C. In several previous studies
or wrought IN625 [ 8 , 43 , 44 ], there were drops at ambient temperature
ensile elongation after 500 h and 8000 h aging at 650 ̊C. This is not fully
onsistent with the observations of ductility at 650 ̊C and 800 ̊C. It was
roposed that grain boundary 𝛿 precipitation led to the ductility drop in
hese other studies. As will be discussed later, this appears unlikely. The
00 ̊C creep ductility for AM HIPed IN625 alloy is reported in Fig. 3 c.
he ductility difference between SCT and LHT AM IN625 samples (both
 months and 1 year) at 800 ̊C, 192 MPa was ≈ 0.06, which is smaller
han the gap at 650 ̊C, 658 MPa ( ≈ 0.2). In the case of wrought IN625,
o ductility drop was observed in the 800 ̊C, 192 MPa creep even after
 year LHT. 

Table 2 lists extra creep strength and rupture time values, and ductil-
ty differences in creep tested SCT AM IN625, 6 months (and 1 year) LHT
M and wrought IN625 samples compared to the SCT wrought IN625
ata. One example of how to calculate the extra creep strength is given
n Fig. 3 a. First, the creep slope of chosen sample (SCT AM IN625 at 800
C) is extended to indicate the required strength to obtain the same min-
mum creep rate as the reference data (in this case, SCT wrought IN625
t 800 ̊C). Then, as shown in Fig. 3 a, the gap in strength (41 MPa) be-
ween the reference data (192 MPa) and the chosen sample data (233
Pa) is the extra creep strength of 800 ̊C SCT AM IN625. In Table 2 , the

xtra creep strengths of all AM IN625 alloys are typically higher than
hose of wrought IN625 at the same creep testing conditions. In both
M IN625 and wrought IN625, at 650 ̊C and 800 ̊C, all 6 months and
 year LHTed samples showed more strengths than SCT AM IN625 and
rought IN625. 

Table 2 also shows that the rupture times of wrought IN625 are
ostly longer than AM IN625 alloys at the same creep conditions. When

ompared to SCT sample rupture times, the LHT over both 6 months and
 year was effective on increasing or at least conserving the rupture time
or both AM IN625 and wrought IN625. In the two LHT AM samples,
t the 800 ̊C creep test, some drop in the rupture time was observed in
he 1 year LHT AM IN625 compared to the 6 months LHT AM IN625;
owever, at the 650 ̊C creep test, the rupture time was almost the same
etween those 1 year and 6 months LHT AM IN625 alloys. Similarly, the
00 ̊C creep rupture ductility decreased in the LHT wrought IN625 over
he interval between 6 months and 1 year. Moreover, unlike the case of
M IN625, the 650 ̊C creep rupture time decreased in the 1 year LHT
rought IN625 when compared to the 6 months LHT wrought IN625. 
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Fig. 2. High temperature creep curves of sev- 
eral tests in this study (a) as-solution annealed 
wrought, short-term creep tested within 24 h 
(SCT) at 800 ̊C, 104 MPa (b) 6 months long- 
term cyclic heat-treated at 650 ˚C (LHT) AM 

HIPed IN625 and creep tested at 650 ˚C, 658 
MPa (c) 1 year LHT AM HIPed IN625 and creep 
tested at 800 ̊C, 192 MPa. 

Fig. 3. (a) minimum ( = steady-state) creep rate 
versus the modulus compensated (normalized) 
stress. (b) creep ductility at 650 ˚C (c) creep 
ductility at 800 ˚C. The ductility at the two 
test temperatures is indicated by solid circle 
dots for SCT samples, X marks for 6 months 
LHT samples and + marks for 1 year LHT sam- 
ples. The green components in (a) illustrates 
how to calculate the extra creep strength of SCT 
AM IN625 when compared to the SCT wrought 
IN625 at 800 ˚C, log ( 𝜎/E) = -2.9 [42] . (For 
interpretation of the references to color in this 
figure legend, the reader is referred to the web 
version of this article.) 

4 
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Table 2 

The measured extra strength and ductility changes for creep deformed Inconel IN625 alloys in this study. SCT wrought IN625 was used as reference to assess the 
extra strength and ductility changes. Only 650 ̊C, 658 MPa and 800 ̊C, 192 MPa creep data were used. Extra creep strength is determined by the strength gap 
between the reference and the chosen data as shown in Fig. 3 a. Similarly, the ductility change is the gap in ductility between the reference and the chosen data. 

Creep condition 
Rupture 
time (h) 

Measured extra strength 
(MPa) 

Ductility values (Ductility changes) 
AM solution annealed AM HIPed 

AM IN625 650 ̊C short-term creep 2.6 10 0.20 (-0.49) 0.31 (-0.38) 

800 ̊C short-term creep 6.4 41 - 0.12 (-0.59) 

6 months LHT + 650 ̊C creep 19.9 240 - 0.08 (-0.61) 

6 months LHT + 800 ̊C creep 11.4 63 - 0.07 (-0.64) 

1 year LHT + 650 ̊C creep 19.6 312 - 0.10 (-0.59) 

1 year LHT + 800 ̊C creep 6.6 47 - 0.07 (-0.64) 

Wrought 

IN625 

650 ̊C short-term creep 16.1 Used as reference, strain = 0.69 

800 ̊C short-term creep 17.5 Used as reference, strain = 0.71 

6 months LHT + 650 ̊C creep 25.7 94 0.72 ( + 0.03) 

6 months LHT + 800 ̊C creep 43.3 38 0.77 ( + 0.06) 

1 year LHT + 650 ̊C creep 16.6 312 0.41 (-0.28) 

1 year LHT + 800 ̊C creep 17.7 14 0.82 ( + 0.11) 

Fig. 4. SEM images of non-creep deformed In- 
conel IN625 samples (a) as-HIPed AM IN625, 
(b) 6 months LHT AM HIPed IN625, (c) 1 year 
LHT AM HIPed IN625, (d) as-solution treated 
wrought IN625, (e) 6 months LHT wrought 
IN625 after solution treatment, (f) 1 year LHT 
wrought IN625 after solution treatment. 
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.2. Microstructural observations 

.2.1. Microstructure of non-creep tested samples 

Fig. 4 shows the SEM images of non-deformed microstructures of AM
N625 as-HIPed and wrought IN625 as solution annealed ( Fig. 4 a and
), after the 6 months LHT ( Fig. 4 b and e) and the 1 year LHT ( Fig. 4 c
nd f). White particles in the AM HIPed IN625 matrix of Fig. 4 a were
ither Al 2 O 3 or TiN inclusions. Those inclusions were smaller than 1 μm
ith an average size of 0.14 ± 0.11 μm. Moreover, as shown in Fig. 4 a,

he TiN and Al 2 O 3 were uniformly distributed in the AM IN625 matrix.
owever, MC carbides were not present in AM IN625 possibly due to

he insufficient carbon content. As shown in Table 1 , the carbon content
f wrought IN625 is ≈ 5 times higher than that of AM IN625. In con-
rast, MC carbides, such as (Nb,Ti)C or NbC, were found in the wrought
N625 sample as shown in Fig. 4 d, however, no Al 2 O 3 and TiN were
bserved in the wrought due to a much lower oxygen concentration in
n the wrought. Additionally, large MC carbides ( > a few μm) were still
bserved even after the 1 year LHT at 650 ̊C in wrought IN625. Fig. 4 b
nd 4 e show that grain boundaries of AM HIPed and wrought IN625
ere largely occupied by particles after the 6 months LHT. The acicular
hases at grain boundaries in Ni based superalloys indicate the presence
f 𝛿 phase [4-8] . Fig. 4 b and 4 e show that 𝛿 phase precipitated at grain
oundaries during the 6 months LHT of both AM and wrought IN625
lloys. Fig. 4 c and 4 f exhibit the non-creep deformed microstructures
f AM HIPed and wrought IN625 samples after the 1 year LHT. When
ig. 4 c and 4 f are compared to the 6 months LHT samples ( Fig. 4 b and
 e), no remarkable change in microstructure was found under at least
hrough the SEM observations. 
5 
TEM observations of the non-creep tested LHT AM IN625 and
rought IN625 are illustrated in Fig. 5 . Fig. 5 a shows that the matrix
f AM HIPed IN625 is filled with 𝛾 ’’ precipitates after 6 months LHT. In
ig. 5 b, the grain boundary of the same sample was decorated with 𝛿,
 23 C 6 , M 6 C and TiN. The presence of TiN particles simultaneously sug-

ests the presence of Al 2 O 3 as TiN typically nucleates and grows at the
l 2 O 3 interface during the solidification processes. Similar to Fig. 5 a,
 c exhibits large 𝛾 ’’ precipitation in the grain interior of the 1 year LHT
M IN625. In addition, some subgrain walls were observed in the 1 year
HT AM IN625 sample. The grain boundary region of the same sample
as occupied by M 23 C 6 and M 6 C type carbides as shown in Fig. 5 d.
his is generally consistent with the grain boundary region of 6 months
HT AM IN625 sample ( Fig. 5 b). As shown in Figs. 5 e and 4 g, 𝛾 ’’ had
ormed in matrix of both 6 months and 1 year LHT wrought IN625, sim-
lar to the LHT AM IN625 samples. The grain boundary region of both
he 6 months and 1 year LHT wrought samples were also decorated
ith M 23 C 6 , M 6 C and 𝛿 phases ( Fig. 5 f and 5 h). Despite the 𝛿 absence

n Fig. 5 f, (wrought 6 months LHT) some grain boundary 𝛿 was found
n the SEM image ( Fig. 4 e). Moreover, as shown in Fig. 5 i, some par-
icles at the grain boundaries of Fig. 5 f are enriched with Mo and Si,
nd it is identified as the M 6 C carbide. Fig. 5 j also gives the EDS spectra
f M 23 C 6 carbide (from Fig. 5 b), which has strong Cr peaks. However,
his M 6 C carbide precipitation was unexpected in the both LHT AM and
rought specimen at 650 ̊C over 1 year according to the general time-

emperature transformation diagram of IN625 [7] . Guo et al [48] ob-
erved an expedited M 6 C precipitation in wrought 718 by adding 0.32
t% Si after the direct aging. As the TTT diagram is based on IN625
lloy of < 0.1 wt% Si content and perhaps the higher Si content in the
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Fig. 5. TEM observations after 6 months and 
1 year LHT of AM and wrought Inconel IN625 
samples, (a) matrix region of 6 months LHT AM 

IN625, (b) grain boundary region of 6 months 
AM IN625, (c) matrix region of 1 year LHT AM 

IN625, (d) grain boundary region of 1 year LHT 
AM IN625, (e) matrix region of 6 months LHT 
wrought IN625, (f) grain boundary region of 6 
months LHT wrought IN625, (g) matrix region 
of 1 year LHT wrought IN625, (h) grain bound- 
ary region of 1 year LHT wrought IN625 (i) 
Scanning TEM of 6 months LHT wrought IN625 
with the EDS point spectra of the M 6 C carbide, 
(j) Scanning TEM image of 6 months LHT AM 

IN625 with EDS point spectra of the M 23 C 6 car- 
bide; (i) and (j) show how M 23 C 6 and M 6 C were 
identified using the EDS analysis [ 45 –47 ]. The 
specimens were undeformed. 

Fig. 6. TEM of 6 months LHT IN625 samples 
after creep tests at 650 ̊C, 658 MPa [(a), (b), 
(e), (f)] and 800 ̊C, 192 MPa [(c), (d), (g), (h)]: 
(a) and (c) matrix of AM HIPed IN625, (b) and 
(d) grain boundary region of AM HIPed IN625, 
(e) and (g) matrix of wrought IN625, (f) and (h) 
grain boundary region of wrought IN625. The 
values on top-right of each image is the creep 
strain. 
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N625 alloys of this study ( ≈ 0.2 wt% for both wrought IN625 and AM
N625) can explain the early M 6 C precipitation over 6 months and 1
ear LHT [ 7 , 48 ]. To sum up, after both 6 months and 1 year LHT in AM
N625 and wrought IN625, the matrix is filled mostly with 𝛾 ’’, and grain
oundaries are occupied with 𝛿, M 23 C 6 and M 6 C. 

.2.2. Creep deformed microstructure at 650 ̊C or 800 ̊C of the LHT 

amples 

Dense 𝛾 ’’ precipitated in the grain interior of the 650 ˚C SCT AM
N625. The 𝛾 ’’ volume fraction of 𝛾 ’’ was ≈ 11 %, whereas a small
mount of 𝛾 ’’ ( ≈ 0.07 %) was observed in the 650 ̊C SCT wrought IN625.
t 800 ̊C, ≈ 11 % 𝛿 phase was observed in the SCT AM IN625, whereas
phase had not precipitated in the wrought within 24 h under the ele-
ated temperature creep condition. Fig. 6 illustrates the microstructural
evelopment of the 6 months LHT AM and wrought IN625 alloys after
reep tests at 650 ̊C and 800 ̊C. In both the 6 months LHT AM IN625
nd wrought IN625, no remarkable differences in matrix 𝛾 ’’ precipita-
ion were observed after 650 ˚C creep tests. In Fig. 6 b (6 months LHT
M IN625) and 6f (6 months LHT wrought IN625), mechanical nano-

winning was observed in the matrix after the creep tests at 650 ̊C and
58 MPa in both alloys. 
6 
At 650 ̊C, the 𝛾 ’’ aged wrought IN625 showed almost double yield
trength when compared to the fully homogenized wrought IN625
 43 , 44 ], (while their ultimate tensile strength difference is 15 – 30 %).
ence, the 𝛾 ’’ populated matrix in Fig. 6 a and 6 b may be favorable for
echanical twinning at 650 ˚C, 658 MPa for both 6 months LHT AM

N625 and wrought IN625. It has been reported that mechanical nano-
winning is generally observed in 𝛾 ’’ bearing Inconel 718 [49] and 𝛾 ’
trengthened high Al containing Ni superalloys [ 50 , 51 ], at intermediate
emperatures between 400 ̊C to 800 ̊C under substantial stress ( > 500
Pa). 

In Fig. 6 c and 6 g, the 𝛿 phase is now largely precipitated in matrix af-
er 800 ̊C creep tests of the 6 months LHT samples. As shown in Fig. 6 d,
ome remaining 𝛾 ’’ precipitates were still observed in the 6 months LHT
M IN625 after creep tests at 800 ˚C and 192 MPa. Table 2 suggests

hat ≈ 11 h were taken in this creep testing condition, so that the 𝛾 ’’ to
transformation had not been completed within 11 h in the AM IN625

ample under the 800 ˚C creep test. However, as shown in Fig. 6 g, it
as determined that most of the 𝛾 ’’ phase had been transformed into 𝛿
ithin ≈ 43 h 800 ̊C for creep tests of 6 months LHT wrought IN625.
ne previous study [43] reported that wrought IN625 obtains ≈ 15%
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Fig. 7. TEM of 1 year LHT Inconel IN625 sam- 
ples after creep tests (a) AM HIPed IN625 at 
650 ̊C, 658 MPa (b) AM HIPed IN625 at 800 ̊C, 
192 MPa (c) wrought IN625 at 650 ̊C, 658 MPa 
(d) wrought IN625 at 800 ̊C, 192 MPa and the 
top right image shows some 𝛾 ’’ remained in the 
matrix of (d): The observation results are gener- 
ally coincident with the result of Fig. 6 (creep- 
tested 6 months LHT Inconel IN625 samples) 
except for the remaining 𝛾 ’’ in (d). The values 
on top-right of each image is the creep strain. 

Table 3 

Summary of phase analysis, new phases and microstructures formed after creep tests were marked in grey. The types of secondary phases precipitated before/after 
creep tests are mostly the same in those 6 months and 1 year long-term heat treated wrought IN625 and AM IN625, except for one exception of the remaining 𝛾 ’’ 
in the 800 ̊C creep tested 1 year LHT wrought IN625 (marked in yellow). 

as-HIPed or as-solution annealed (creep tested within 24 h) 6 months and 1 year long-term heat treated 

Non-creep deformed 
After creep deformed at 
650 ̊C 

After creep deformed at 
800 ̊C Non-creep deformed 

After creep deformed at 
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After creep deformed at 
800 ̊C 
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dditional room temperature hardness with matrix 𝛿 phase, but, and it
s strengthened by ≈ 43% if the matrix is populated with 𝛾 ’’. Hence, the
ompleted 𝛿 transformation seems related to the lower creep strength of
rought IN625 than AM IN625 after the 6 months LHT and the follow-

ng 800 ̊C creep test. Another difference is the morphology of 𝛿 phase at
rain boundaries. Fig. 6 d clearly shows that acicular type 𝛿 phase is pri-
arily decorating grain boundaries of the AM HIPed sample. However,

he wrought sample ( Fig. 6 h) evinces the presence of some spherical
phase with subgrain formation around grain boundaries. Gan et al.

52] observed the breakage of lamellar 𝛿 with matrix dynamic recrys-
allization near 𝛿 phases and subsequent 𝛿 spheroidization in a 968 ̊C
ompression test of Inconel 718 at 0.5 strain. That observation by Gan
t al is somewhat similar to Fig. 6 g and h, exhibiting subgrain formation
round 𝛿 phases. 

Several additional TEM observations were conducted for creep-
ested 1 year LHT AM IN625 and wrought IN625 samples as shown
n Fig. 7 . When only focused on the type of precipitates, not their
mounts, the results in Fig. 7 are generally coincident with those results
n Fig. 6 (creep-tested 6 months LHT AM IN625 and wrought IN625).
owever, in Fig. 7 d, some remaining 𝛾 ’’ phases are found in the matrix
f 800 ̊C creep-deformed 1 year LHT wrought IN625. It suggests the 𝛿
ranformation had not finished in the wrought IN625 specimen during
00 ˚C and 192 MPa creep test, which is different from the result of
ig. 6 g (6 months LHT wrought IN625) indicating the completion of 𝛿
ransformation during the same creep test condition. This discrepency
etween the two creep-tested LHT wrought samples are attributed to a
horter rupture time (17.7 h) of the 1 year LHT wrought IN625 when
ompared to the 6 months LHT wrought IN625 (43.3 h) under the same
reep testing condition. In other words, the sample in Fig. 6 g had suffi-
ient time for the 𝛿 transformation, while the creep tesing time appeared
nsufficient for the 𝛿 transformation to the sample in Fig. 7 d. Table 3
ives the summary of phase and microstructure observations that have
een reported in Sections 3.2.1 and 3.2.2 . 
g

7 
.2.3. Precipitation in both AM IN625 and wrought IN625 before/after 

reep tests 

As the quantity of secondary phases may influence the mechanical
roperties of Ni based superalloys [ 6 –13 , 17 , 48 ], several phase quan-
ification results for SCT or LHT AM IN625 and wrought samples will
e given in this section. As shown in Figs. 5 and 6 , for those LHT AM
N625 and wrought IN625 samples, the 𝛾 ’’ is dominantly present at 650
C, whereas 𝛿 largely precipitates in the grain interior region over at
east 11 h thermal exposure at 800 ̊C. Now, Fig. 8 reports the detailed
hase quantification data. In Fig. 8 a, the volume fraction of phases, such
s 𝛾 ’’ and 𝛿, in AM IN625 and wrought IN625 under different creep test-
ng conditions are given. The volume fraction of 𝛾 ’’ gradually increased
n both AM IN625 and wrought IN625 from SCT to 1 year LHT in 650
C creep tests as presented in Fig. 8 a. Moreover, the amount of 𝛾 ’’ was
igher in AM IN625 than wrought IN625 in all 650 ˚C creep tests of
ig. 8 a. As 𝛾 ’’ coarsening precedes 𝛿 precipitation under long-term heat
xposure at 650 ̊C [8] , this expedited 𝛾 ’’ precipitation may partially ex-
lain the ductility drop of AM IN625 after the LHT. Köhler [53] found
ome ductility loss of high Nb containing wrought IN625 ( > 3.6%) in the
emperature range from 600 ̊C to 700 ̊C due to the fast precipitation of
i 3 Nb phases at grain boundaries (mostly 𝛿). However, the SEM image
f non-creep deformed 6 months LHT AM IN625 at 650 ̊C ( Fig. 5 b) does
ot show a noticeably larger 𝛿 precipitation at grain boundaries when
ompared to the wrought IN625 of the same thermal history ( Fig. 5 f).
ven for 800 ˚C creep tests, AM IN625 still exhibits higher 𝛿 volume
raction than wrought IN625 in both SCT and the creep-deformed after
 months LHT. 

As the secondary particle precipitation at grain boundaries can de-
rease the ductility of Ni base superalloys [ 7 , 12 , 13 ], there is a necessity
o investigate the grain boundary concentration of secondary particles
nder various thermal conditions. Therefore, the evolution of the con-
entration of second phase particles at the grain boundaries is given
n Fig. 8 b. The grain boundary particles were mostly formed on random
rain boundaries (non-CSL boundaries) as shown in Fig. 8 c. At 650 ̊C, ≈
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Fig. 8. Secondary phase evolution in AM 

IN625 and wrought IN625 (a) volume frac- 
tion development of 𝛾 ’’ and 𝛿 under various 
thermal conditions (b) grain boundary parti- 
cle frequency content for various conditions (c) 
SEM and EBSD grain boundary maps of 650 ̊C 
SCT AM IN625,which shows precipitates pre- 
fer to form at random boundaries; C.T. = creep 
tested. (a) and (b) indicate both matrix and 
grain boundary particle fraction typically in- 
creased by extending the LHT time or at higher 
temperature. 
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0 % of random grain boundary area in AM IN625 was occupied by pre-
ipitates within 24 h of creep testing, whereas negligible grain bound-
ry precipitation occurred in the wrought IN625 at the same thermal
ondition. This is probably due to the absence of primary grain bound-
ry MC carbides in as-HIPed AM IN625. Typically, the grain boundary
recipitation of secondary phases drops the interfacial energy of grain
oundaries [54] . However, the LHT wrought IN625 showed compara-
le precipitation quantities at grain boundaries with the LHT AM IN625
fter 6 months. Therefore, the 650 ̊C creep ductility drop of 6 months
HT AM IN625 is difficult to explain by grain boundary particle effects;
he wrought IN625 should have had much less precipitates if particles
ere responsible for the drop in ductility. At 800 ̊C, the grain bound-
ry precipitation amount of both AM IN625 and wrought IN625 were
lmost identical not only after 24 h short term creep, but also those fol-
owing the creep tests after both 6 months and 1 year LHT. Hence, at
00 ̊C, the grain boundary particle concentrations also cannot explain
he high temperature embrittlement of AM IN625. 

.3. Analyses for elevated temperature embrittlement of AM IN625 

We find the presence of Al 2 O 3 and TiN ceramic inclusions at sec-
ndary cracks of ruptured SCT AM IN625 samples by using wavelength
ispersive spectroscopy (WDS) analysis. Eight secondary cracks were ex-
mined using the WDS method and it was confirmed that 6 cracks had
l 2 O 3 inclusions at the crack surface. Even though the Al 2 O 3 signal was
ot collected in two cracks, this may be due to the small size of most
l 2 O 3 inclusions in AM IN625 ( ≈ 0.14 μm); the WDS typically has a
esolution of only ≈ 1 μm. Thus, it was determined that careful inves-
igation to the role of Al 2 O 3 in the elevated temperature embrittlement
f AM IN625 and chemical characterization of grain boundaries needed
o be conducted. 

.3.1. EBSD mapping for secondary cracks of creep tested AM IN625 

Fig. 9 gives the EBSD maps of four creep fractured AM IN625 alloys
n this study. In those EBSD maps, grain boundaries are shown as white
ines and cracks are illustrated in black. 37 cracks, in total, including
ata in Fig. 9 , were examined by EBSD and all cracks were intergranular.

Fig. 9 e shows the measured misorientation profile of grain bound-
ries where secondary cracks are located. The misorientation profile in-
icates that > 80% of grain boundaries where cracks had nucleated or
ropagated were random grain boundary (non-special Σ3 CSL boundary:
3 is a grain boundary rotated about 60 ̊ about [111] direction). Thus,
he fracture of AM IN625 samples mostly occurred along random grain
oundaries during the high temperature creep testing. It has been re-
orted that special boundaries, mainly Σ3 boundaries, are not favorable
rack paths due to their lower grain boundary energy, whereas random
rain boundaries are the favorable path for crack propagation [ 55 –58 ].

.3.2. Nano-SIMS analysis for random grain boundary regions 

Fig. 10 presents the Nano-SIMS analysis results of four different sam-
les before creep deformation. At least two grain boundaries, includ-
ng at least one random grain boundary, were examined in each speci-
en. No element segregation at grain boundaries was observed in either
8 
s-HIPed AM IN625 or as-solution annealed wrought IN625. However,
ome strong 12 C (for carbon) and 11 B 

16 O (for boron) at grain boundaries
f the 6 months LHT AM and wrought samples are evident as shown in
ig. 10 b and 10 d. The grain boundary boron segregation under pro-
onged thermal exposures at 650 ˚C has been reported in cast IN625
nd wrought Inconel 600 [ 59 , 60 ], and it may have improved the high
emperature ductility (at 700 ̊C) of the IN625 by a factor of 1.3 [59] .
n increase in carbon content from 0.003 wt% to 0.055 wt% showed a
egligible effect on the creep ductility of a powder metallurgy Ni base
uperalloy tested at 732 ̊C [61] . Thus, both boron and carbon segrega-
ion cannot explain the ductility drop in the 6 months thermally exposed
M IN625. 

The 27 Al 16 O signal in Fig. 10 indicates the location of Al 2 O 3 inclu-
ions in the alloys. Both as-HIPed and 6 months LHT AM IN625 samples
how that Al 2 O 3 uniformly dispersed in the Ni matrix and grain bound-
ries. The absence of 27 Al 16 O signal in Fig. 10 b and 10 d indicate that
lumina is present only in AM IN625 alloy in this study. The composi-
ion of oxygen in AM IN625 is a factor of 10 higher than the wrought
lloy. Even though some 16 O or 18 O signals were collected at Al 2 O 3 ,
his signal appears to primarily originate from Al 2 O 3 itself rather than
onatomic oxygen segregation at the Al 2 O 3 . Interestingly, Al 2 O 3 parti-

les emitted strong 32 S signals, which suggests sulfur is segregated at the
lumina/matrix interfaces. While some small 32 S signals were collected
n wrought IN625 ( Figs. 10 b and 8 d), the intensities of those signals were
uch lower than in Figs. 10 a and 9 c for AM alloys. The sulfur segrega-

ion level of each sample was firstly estimated by averaging the 32 S/ 58 Ni
eak values in the Nano-SIMS data (mostly at Al 2 O 3 in AM IN625 alloys
nd carbon segregated regions in wrought IN625). The measured nor-
alized sulfur segregation level ( 32 S/ 58 Ni) was 1.31 ± 0.97 for as-HIPed
M IN625 and 0.18 ± 0.11 for as-solution annealed wrought IN625. It
as 3.08 ± 2.69 for the 6 months LHT AM IN625 and 0.13 ± 0.03 for

he 6 months LHT wrought IN625. From these values, the average sul-
ur segregation level (at Al 2 O 3 for AM IN625 and at carbon-segregated
egions for wrought IN625) of each sample can be calculated as 721 ±
34 ppm for as-HIPed AM IN625; 99 ± 61 ppm for as-solution annealed
rought IN625; 1694 ± 1480 ppm for the 6 months LHT AM IN625 and
2 ± 17 ppm for wrought IN625. Thus, the sulfur level at Al 2 O 3 of AM
N625 increased over the 6 months thermal treatment at 650 ̊C. In con-
rast, no remarkable sulfur level change occurred in the wrought IN625
ver the same heat treatment. 

.3.3. APT analysis of grain boundaries in 650 ̊C creep-tested AM IN625 

lloys 

As the fracture of AM IN625 is intergranular, an analysis of grain
oundary chemical characteristics was required. APT was chosen to ob-
ain the chemical information on a random grain boundary in both SCT
M IN625 (at 294 MPa and 650 ̊C) and creep-tested 6 months LHT AM

N625 (at 658 MPa and 650 ̊C). Fig. 11 a presents the element profiles in
he vicinity of the grain boundary in the SCT AM IN625 sample. The el-
ment profiles of the LHT AM IN625 is given in Fig. 11 b and c shows the
oncentration profile of elements near the 𝛾 ’’ precipitate. The 𝛾 ’’ chem-
cal composition ( Fig. 11 c) was investigated in order to understand the
ntergranular oxygen content decrease in the 6 months LHT and creep
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Fig. 9. The EBSD image quality map for sec- 
ondary cracks in creep deformed AM HIPed 
samples (a) 650 ̊C and 658 MPa for 2.6 h (b), 
800 ̊C and 192 MPa for 6.4 h (c) 6 months LHT 
and creep tested at 650 ̊C, 658 MPa for 20 h (d) 
6 months LHT and creep tested at 800 ̊C, 192 
MPa for 11.4 h, and (e) the misorientation pro- 
file of grain boundaries where secondary cracks 
formed. Grain boundaries are shown in white 
lines and the black regions are cracked. 
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ested AM IN625 ( Fig. 11 b) compared to the SCT AM IN625 at 650 ̊C
 Fig. 11 a). 

Fig. 11 a exhibits not only the segregation of major metallic ele-
ents such as Cr, Mo and Si, but also minor segregations of several
on-metallic elements (C, B, P and O) on the grain boundary. Cr and
 co-segregation is typically considered as the indicative of the precip-

tation of Cr-rich M 23 C 6 carbide [62] . M 23 C 6 precipitation due to Cr-C
o-segregation did not embrittle a Ni-Cr-W alloy over an aging from 30
ins to 5 h at 700 ̊C [63] . A high concentration of Mo at grain bound-

ry also did not significantly influence the rupture life of Inconel 718 at
50 ̊C as well [34] . Similar to the effect of boron [59] , phosphorous seg-
egation can improve cohesion of grain boundary, which increased the
tress rupture life of a Ni base superalloy [64] . Hence P is not expected
o be a basis for the embrittlement of AM IN625. As it has been widely
eported, oxygen can lead to the grain boundary embrittlement of Ni
ase superalloys [ 23 –29 ]. However, the approximate number of mea-
ured oxygen atoms in the grain boundary area was 341 atoms, which
overs only 0.06 % of a monolayer of the grain boundary. 

Fig. 11 b reveals Nb and B segregation at the grain boundary of 6
onths LHT AM IN625 sample after a creep test at 658 MPa and 650

C. Similar to the effect of Mo at grain boundaries, Nb segregation did
ot degrade the stress rupture life of Inconel 718 [34] . Fig. 11 b also
uggests that the slight oxygen segregation at grain boundary in the
50 ̊C SCT AM IN625 has almost disappeared in the AM IN625 sample
uring the 6 months LHT. Instead, somewhat high oxygen concentration
as observed in matrix 𝛾 ’’ precipitates as shown in Fig. 11 c. Thus, the
xygen effect is not likely to explain the creep ductility degradation in
M IN625 alloys both before and after 6 months LHT. 

. Discussion 

.1. High temperature creep strength and mechanisms of AM IN625 

.1.1. Creep strength of AM IN625 at 650 ̊C and 800 ̊C 

IN625 is a solid solution strengthened alloy. Based on the difference
n concentrations of alloying elements between wrought and AM alloys,
he predicted strength difference between AM IN625 and wrought IN625
as only ≈ 5 MPa [65] . The grain size differences appear to be insuffi-

ient to explain the extra strength of AM IN625 in this study (wrought
N625: 12 μm and AM IN625: 14 μm). The grain size was measured using
BSD data and the average grain size was determined by the cubic root
f D //B × D //B × D ⊥B . D //B and D ⊥B indicate the average grain diameter
9 
n the plane parallel (//) or perpendicular ( ⊥) to the building direc-
ion of LPBF process. The measured dislocation density of as-HIPed AM
N625 was 1.38 × 10 12 ± 4.07 × 10 11 m 

− 2 , whereas that of as-solution
nnealed wrought IN625 was 1.05 × 10 13 ± 3.26 × 10 12 m 

− 2 , hence,
islocation hardening cannot easily rationalize the extra strength of SCT
M IN625. 

In nickel-based superalloys, the hardening effect from coherent
’’ precipitation generally comes from several mechanisms: coherency
trengthening [66] , anti-phase boundary shearing [67] , mechanical
winning [49] , and dispersion hardening [68] . Whichever hardening
echanism is dominant, all of these mechanisms [ 49 , 66 –68 ] are de-
endent on the 𝛾 ’’ volume fraction. Specifically, an increased 𝛾 ’’ frac-
ion involves an increased hardening effect in nickel-based superal-
oys. Some previous studies have reported that the thermally exposed
rought IN625 to 650 ˚C (for 500 h) gained additional ultimate ten-

ile strength (from 150 MPa to 250 MPa) at 650 ̊C when compared to
he solution annealed state [ 44 , 48 ]. This reported extra tensile strength
ppears to explain the additional creep strength of 𝛾 ’’ precipitated AM
N625 and wrought IN625 at 650 ̊C in Table 2 (from 100 MPa to 312
Pa) as the reference SCT wrought IN625 (in Table 2 ) possessed negli-

ible amounts of matrix precipitates as shown in Fig. 8 a. Therefore, the
ncrease in extra strength of both AM IN625 and wrought IN625 under
rolonged thermal exposure to 650 ˚C can be explained by the grad-
al increase in 𝛾 ’’ precipitate amounts over the l year LHT as shown in
ig. 8 a. In 800 ̊C creep tests, the coherent 𝛾 ’’, which provides dispersion,
oherency and order strengthening, is replaced by 𝛿 and it only provides
 dispersion hardening effect [ 6 , 7 ], so that relatively smaller strengthen-
ng was observed in 800 ̊C creep tests than in 650 ̊C tests. Similar to the
ase of 𝛿, Al 2 O 3 in AM IN625 may provide some dispersion hardening
ffects in the AM IN625 at both 650 ̊C and 800 ̊C. However, the volume
raction of alumina in as-HIPed AM IN625 ( ≈ 0.4 %) is smaller than the
olume fraction of MC carbide in as-solution annealed wrought IN625
 ≈ 1.2 %). No MC carbides were present in AM IN625 and Al 2 O 3 was
ot observed in wrought IN625. This suggests that the extra strength
f AM IN625 was primarily obtained from 𝛾 ’’ and 𝛿 phases, otherwise
rought IN625 should show higher creep strength with ≈ 1.2 % MC

arbides than AM IN625 with ≈ 0.4% Al 2 O 3 . 

.1.2. Creep mechanism of AM IN625 at 650 ̊C and 800 ̊C 

Several previous studies have reported that the n value range of
rought IN625 is between 10 – 13 over the normalized stress range be-

ween -2.9 to -2.4 at 650 ̊C [ 1 , 69 , 70 ]. Thus, the n value of the as-solution
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Fig. 10. Nano-SIMS analysis results for (a) 
as-HIPed AM IN625 (b) as-solution annealed 
wrought IN625, (c) 6 months LHT AM IN625, 
(d) 6 months LHT wrought IN625. All sam- 
ples were undeformed. Lighter regions in each 
Nano-SIMS figure indicate higher concentra- 
tion of ions. 

a  

r  

h  

a  

w  

B  

w  

-  

e  

l  

t  

i  
nnealed wrought IN625 in Fig. 3 (approx. 11) is within the reported n
ange. Similarly, AM IN625 exhibited the n value of 12.1. Typically, this
igh n value suggests power-law breakdown (PLB) in single phase metals
nd alloys. At 800 ̊C, the steady-state stress exponent of AM IN625 and
rought alloys was measured between 5 – 7 ( Fig. 3 a). As Purohit and
urke [41] reported, the stress exponent at 800 ˚C of solution treated
10 
rought IN625 was 6.65 over the normalized stress range from -3.3 to
3.0, which agrees well with the data in this study. The range of stress
xponent is indicative of the five power-law regime ( n ≈ 4 – 7). The
iquidus temperature for IN625 is 1350 ˚C [1] , so that the two testing
emperatures are 0.57 and 0.66 of the liquidus temperature, which are
n the region for five power-law creep and power-law breakdown (PLB)
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Fig. 11. The chemical distribution plot along 
given distances from the grain boundaries and 
𝛾 ’’ interface in APT samples: (a) the creep de- 
formed AM IN625 sample at 294 MPa and 650 
˚C within 24 h (b) the creep deformed 6 months 
LHT AM IN625 sample at 658 MPa and 650 
˚C (c) concentration profile near 𝛾 ’’ particles 
in (b). The shaded area are grain boundary re- 
gions or 𝛾 ’’ precipitates. 
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71] . Thus, the creep mechanism is also the same for wrought and AM.
he 𝛾 ’’ and 𝛿 precipitation do not affect this conclusion despite these
recipitates providing some extra strength. 

In this study, in the experimental temperature range of 650 ̊C to 800
C, the calculated creep activation energies ( Q c ) were 273 kJ/mol for the
CT AM IN625 and 284 kJ/mol for the SCT wrought IN625 (calculated
t 263 MPa). The calculated Q c of 6 months LHT AM IN625 was 257
J/mol. The Q c of SCT wrought IN625 is close to the lattice self-diffusion
nergy of Ni (287 kJ/mol [72] ). The calibrated Q c value for reference
rought IN625 alloys in the temperature between 650 ̊C – 800 ̊C was
75 kJ/mol [ 1 , 41 ] and this value is almost identical to that of SCT AM
N625. According to Sherby et al [73] , the creep of Class Ⅱ solid solution
lloys, such as Ni-20Cr, is governed by dislocation climb. Hence, the Q c 

alue of SCT wrought IN625, close to the self-diffusion energy, verifies
ell that wrought IN625 exhibits the typical creep behavior of Class Ⅱ

olid solution alloy. Even though those Q c values of SCT AM IN625 and
 months LHT AM IN625 are somewhat deviated from Ni self-diffusion
nergy, it is determined those values are within the acceptable range
s Ni-20Cr alloys exhibited their lattice diffusion energy range of 260 –
90 kJ/mol depending on their purity level [74] . 

Thus, the main creep mechanism of AM IN625 and wrought IN625
ver the present stress region appears to be lattice diffusion-controlled
islocation climb in both the power-law creep (800 ̊C) and power-law
reakdown creep (650 ̊C). 

.2. Embrittlement mechanisms of AM IN625 

In our previous study [20] , three possibilities were proposed to in-
erpret the embrittlement of AM IN625 at elevated temperatures. Poros-
ty was considered first, however, porosity can be rejected as short-
erm tensile properties, including ductility, at ambient temperature are
dentical in AM and wrought IN625 [ 18 , 19 , 21 ]. Precipitation of second
hases such as carbide, etc. at grain boundaries is another possibility.
owever, wrought alloy with a similar level and type of precipitation
as superior ductility ( Figs. 2 and 7 ). High contents of impurities (e.g
xygen and sulfur) in the AM IN625 are other two possibilities. 

.2.1. Embrittlement by oxygen 

According to previous research [ 23 –29 ], oxide particle induced em-
rittlement [ 25 –29 ] and oxygen atom induced embrittlement [ 23 , 24 ]
re the two main mechanisms for oxygen embrittlement in several Ni
ased superalloys. 

Ceramic inclusions such as Al 2 O 3 and TiN are present in AM IN625
lloys in this study ( Fig. 4 ) that are not present in the wrought alloy.
owever, at ambient temperature, where wrought and AM have identi-
al ductility, the Al 2 O 3 is benign. Although embrittlement by monotonic
xygen and sulfur occurs over a limited range of elevated temperatures,
t is unclear how this would cause selective embrittlement at certain
levated temperatures. 

Additionally, the monotonic oxygen at grain boundaries can con-
ribute to the embrittlement of Ni alloys [ 23 , 24 ]. According to Pfaendt-
er et al. [23] monotonic oxygen segregated at grain boundaries is re-
ponsible for embrittlement of Inconel 718 over a restricted elevated
emperature range. Moreover, Pédron et al. [75] found that the oxygen
11 
enetration along grain boundaries of Inconel 718 can accelerate the
ransition from transgranular fracture to intergranular fracture in 650
C mechanical tests. Grain boundary monatomic oxygen atoms are ab-
orbed at the crack tip due to the high local triaxial stress fields just
head of the tip. However, as shown in Fig. 10 , negligible oxygen seg-
egation at random grain boundaries is present even after 6 months
HT at 650 ˚C, since Fig. 11 b suggests no significant oxygen segrega-
ion in creep-tested 6 months LHT AM IN625. Moreover, the APT anal-
ses in Fig. 11 exhibit a slight oxygen segregation at grain boundaries.
fter short-term creep test of as-HIPed AM IN625, the amount of oxy-
en atoms at the boundary can cover only 0.06 % of a monolayer at
he grain boundary. Therefore, the oxygen atoms at grain boundaries
o not appear to have a role in the poor elevated-temperature ductil-
ty of AM IN625 unlike Inconel 718. Additionally, for AM IN625, the
alculated maximum volume fraction of ceramic inclusions according
o the given oxygen and nitrogen levels in Table 1 was 0.0036, which
s within the range of measured ceramic inclusion fraction, 0.0041 ±
.0009. Thus, it appears most oxygen atoms in AM IN625 lead to the
ormation of Al 2 O 3 particles rather than segregation at the grain bound-
ries. Also, even after the 6 months LHT in air, which may allow a sig-
ificant oxygen penetration from air to grain boundaries, the wrought
N625 sample did not exhibit any drop in ductility for both 650 ̊C and
00 ̊C creep tests as shown in Fig. 2 b and 2 c. This result casts doubt on
hether the grain boundary oxygen contributes to the ductility drop in
M IN625. The case of 650 ̊C creep tested AM IN625 with an LHT of
 year showed a similar ductility to the 6 months LHT condition. The
uctility of wrought IN625 dropped after the 1 year LHT (and scatter
ay be partially responsible), however it was still larger than that of
M IN625. The oxygen (from air) grain boundary penetration appears

o be ineffective in decreasing the ductility of AM IN625. 

.2.2. Embrittlement mechanism by sulfur 

The effects of sulfur on the embrittlement of various Ni-based su-
eralloys has been reported in several studies [ 30 –35 ]. Typically, sulfur
ends to segregate at grain boundaries and this leads to intergranular
rittle fracture in Ni and Ni-based superalloys. However, the addition
f some strong sulfur getters such as Mg can prevent the sulfur-induced
mbrittlement of Ni-based superalloys [32] . This may partially explain
he higher creep ductility of wrought IN625 in this study as wrought
N625 contains more Mg than AM IN625 according to Table 1 . 

There is significant sulfur segregation at Al 2 O 3 /matrix interface as
onfirmed by the Nano-SIMS results ( Fig. 10 ). One study [30] calculated
he segregation energy of sulfur at both grain boundary and free surface
n the Ni matrix. The calculation revealed that sulfur is likely to be seg-
egated at free surfaces rather than grain boundaries. The incoherent
nterface between Al 2 O 3 and Ni matrix may act like a free surface more
han a coherent interface, which may rationalize the strong sulfur seg-
egation at Al 2 O 3 particles illustrated in Fig. 10 . In a previous study by
eier et al, it was proposed sulfur is segregated at Al 2 O 3 – Ni interfaces

f PWA 14xx Ni superalloys due to weak adherence between Al 2 O 3 and
i [76] . 

One question driven by this proposition is why the intergranular frac-
ure, rather than transgranular mode, was primarily present in Fig. 9 in
pite of the uniform distribution of alumina inclusions. First, the diffu-
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Fig. 12. The grain boundary character maps 
for several non-creep deformed AM IN625 and 
wrought IN625 samples. CSL ( Σ3) and RHAB 
fraction of each sample is given in the title. 
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ion of sulfur at grain boundaries is typically faster than in the matrix
o embrittlement would be faster at the grain boundaries [ 31 , 77 ]. Addi-
ionally, T. Denda et al. [25] explored the size effect of Al 2 O 3 and TiN
n the low cycle fatigue life of powder metallurgied Inconel 718 at 538

C. Their data revealed that the fatigue life of Inconel 718 significantly
ropped when Al 2 O 3 and TiN, were larger than 10 μm. Sub-micron sized
l 2 O 3 and TiN inclusions had no impact on the fatigue life. This suggests

hat the size of Al 2 O 3 inclusion in AM IN625 (0.14 ± 0.11 μm) appears
ot large enough to sustain sufficient strain for crack nucleation at Al 2 O 3 
articles. Thus, rather than the pure Al 2 O 3 inclusion effect, faster sulfur
iffusion from Al 2 O 3 to intergranular crack tips is considered important
or the poor ductility of AM IN625. 

As shown in Fig. 9 e, intergranular crack formation occurred mostly
long random high angle grain boundaries (RHAB). In Ni based alloys,
s the RHAB provide a favorable site for impurity diffusion, like sul-
ur, more than low-CSL boundaries [78] , the large fraction of low-CSL
oundaries was effective on improving sulfur segregation-induced in-
ergranular brittleness in ultrafine grained polycrystalline Ni [79] . In
rder to check the contribution of RHAB frequency to the intergranular
mbrittlement in AM IN625, the random grain boundary structures of
everal non-creep tested AM IN625 and wrought IN625 are evident in
ig. 12 . As the RHAB fractions of non-creep tested AM IN625 samples is
ot higher than those of non-creep tested wrought IN625 even after the
 months LHT, it is determined that the grain boundary character of AM
N625 cannot simply explain the intergranular embrittlement by itself.
nstead, the sulfur diffusion along RHABs from intergranular Al 2 O 3 in-
lusions seems reasonable to interpret the intergranular fracture along
HABs observed in Fig. 9 (AM IN625 samples). 

In summary, the sulfur causes cracking at the matrix interface. The
ulfur diffuses from the intergranular Al 2 O 3 inclusions to the crack tip
long mostly RHABs due to the high triaxial stress state ahead of the
rack tip. There is a repeating process of crack, sulfur diffusion and new
racking. The AM IN625 embrittlement could eliminate if the sulfur con-
entration is reduced to 0.0015 wt% and Mg is added to 0.005 wt.%
s it is the case for wrought alloys. The Mg ties up the sulfur without
nd reduces the possibility of embrittlement [29] . The wrought has this
mount of Mg, while the AM powder we utilized in this study had none.
dditionally, as Zr and Hf can act like a scavenger for sulfur during the
olidification process of Ni-based superalloys [33] , adding trace amount
f Zr and Hf may enhance the high temperature ductility of AM IN625.

. Conclusions 

In this study, high temperature creep tests for AM IN625 and
rought IN625 were conducted at 650 ̊C and 800 ̊C in the stress range
etween 65 MPa – 658 MPa. Three different heat treatments were ap-
lied to the alloys before creep tests: solution annealing of both wrought
12 
nd AM alloys, hot isostatic pressing of AM alloys, and 6 months and 12
onths cyclic exposure (continuous thermal cycling per Fig 1 ) to 650

C for the two alloys. 

1) Overall, the high temperature creep strength of AM IN625 was
equal or even stronger than wrought IN625 over the whole range of
temperature and stress conditions. After the cyclic long-term heat-
treatments at 650 ˚C (LHT) over 6 months and 1 year, both AM
IN625 and wrought IN625 obtained some extra creep strength. The
increased volume fraction of 𝛾 ’’ and 𝛿 phases in the LHT samples was
proportional to creep strength improvement under different testing
conditions. 

2) The calculated Q c of AM IN625 was 273 kJ/mol and wrought IN625
was of 284 kJ/mol before the LHT. The Q c of AM IN625 decreased
to 257 kJ/mol after the 6 months LHT. As those Q c values are close
to being equivalent to Ni lattice self-diffusion, the creep mechanism
in this alloy appears to be controlled by dislocation climb at the two
temperatures of this study. 

3) AM IN625 alloys showed inferior creep ductilities to wrought IN625
under all testing conditions. APT results revealed that the oxygen
level at a grain boundary of creep-deformed AM IN625 was too low
to cause embrittlement. Nano-SIMS analysis showed high sulfur seg-
regation at Al 2 O 3 in both as-HIPed and 6 months LHT AM alloys
before creep tests. Additionally, Al 2 O 3 inclusions were found at sec-
ondary cracks of the creep tested AM IN625 alloys. Based on these
results, sulfur embrittlement is the most plausible explanation for
the embrittlement in AM IN625 in this study. 
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